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1. Lay out all of the kit components to make sure you 
have received all parts.

2. Attach the 1” x ½” t-connectors to the bottom of each 
retract carbon fiber down tube assembly. DO NOT 
tighten onto the down tube in this step.

3. Slide the ½” carbon fiber skid tubes into the 1” x 1/2” 
t-connectors, center and, gently tighten both screws on 
each retract leg. The skid tube should be 90 degrees to 
the retract motor.

4. Press the retract feet onto the end of each skid tube.

5. Mounting bracket assembly. Attach two of the 
aluminum angle brackets to one of the 3mm carbon 
fiber rail brackets with M3x10 screws, washers and 
locknuts. Repeat with the second set of angle brackets 
and 3mm carbon fiber rail bracket.

6. Attach 8 - 30mm standoffs to the 3mm carbon fiber 
top plate with spring loops using M3x10mm screws and 
washers. We recommend using low strength lactate.

7. Mount the bracket assembly from step 5 to the top 
plate from step six with 4 M3x10 screws, washers and 
locknuts for each bracket. The 30mm standoffs should 
be on the bottom. Repeat for both brackets.

8. Attach the top plate with out spring loops to the top 
of the brackets mounted in step seven using   4 - 
M3x10 screws, washers and locknuts on each side.



9. Mount the retract down tube assembly to the 
retract mounting plate with the large retract wedges 
between the top plate and retract motor as shown. 
Use the M4x14 and M4x20 screws and locknuts. 
Repeat for both sides.

10. Place the mounting bracket assembly on top of 
the retract leg assembly just finished and secure the 
retract assembly to the mounting assembly with the 
30mm standoffs installed in step 6. Use M3x10 
screws and washers with low strength loctite.

11. Insert the 12mm rail mount grommets into the 
carbon fiber rail bracket holes and insert the rails.

12. Assemble the battery tray by attaching the four 
12mm pillow blocks on the tray. Note, the screw 
heads should be on the side with the batteries to 
prevent the locknuts and screws from puncturing the 
battery.

13. Mounting of the spring assist. Attach one of the 1” 
pillow blocks to each of the retract down tubes with 
the spring holder tabs in place approximately 22cm or 
9 inches from the bottom of the leg. Hook one end of 
the spring through the hole in the spring tab and the 
other end to the spring loop cable.

14. Plug in the two retract motors into the provided Y-
harness and connect to an open channel on your 
receiver. Assign that channel to a two position switch 
with travel end points at 100%. Test the retracts 
operation and then mount to your craft.
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Included:
4 - Large retract wedges
8 - 30mm standoffs
2 - 1.5mm carbon fiber spring holder tabs
4 - M4x14
4 - M4x20
8 - M4 locknuts
40 - M3x10 screws
24 - M3 locknuts
62 - M3 washers
2 - Large retract springs
2 - 1” pillow blocks
2 - 1” x ½” t-connectors
4 - Retract feet
2 - Retract carbon fiber down tube assembly
2 - ½” carbon fiber skid tubes
1 - 3mm carbon fiber retract mounting plate
1 - 3mm carbon fiber top plate with spring loops
1 - 2mm carbon fiber battery tray
4 - 12mm pillow blocks
2 - 12mm carbon fiber rails
1 - 3mm carbon fiber top plate
2 - 3mm carbon fiber rail brackets
4 - 12mm rail mount grommets
1 - Servo Y-harness
4 - Aluminum angle brackets

Required:
Low strength loctite
2.0mm allen wrench
2.5mm allen wrench
5mm nutdriver
5.5mm nutdriver
ruler/tape measure
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