
PFG Xtreme CarbonSpyder/
CarbonQuad FPV Micro Frame Installation

1. Remove landing gear. Save the hardware as it will be reused in later steps.

2. Remove the canopy, loosen the motor wire terminal screws (green terminals) and pull wires free from terminal block.

    

3. Remove the two screws holding each arm / motor to the main frame and gently remove the arms from the main 
frame. **Take care not to pull on the motor wires**

4. Remove all motor and mount assembles from the arm booms, loosen the motor clamp, gently remove the motor 
from the motor mount. 
    **If you intend on rebuilding your Xtreme back to it's OEM frame skip this step**

    4a. Once the motors are removed from their mounts, cut the barrel section of the motor mount off with a utility knife.

5. Remove the four screws holding the battery tray to the main control board and remove the battery tray.

6. Remove the main controller from the frame. Be careful when removing as the vibration dampening grommets are 
easy to lose! (There are four on top and four on the bottom of the board.)

7. Insert four M2x16 screws removed from the landing gear in step 1 through the four main controller mounting holes 
indicated on side 2 diagram.

8. Place the 1/8" spacers on the M2 screws followed by the bottom dampening grommets removed in step 6.

9. Carefully place the control board on top of the frame. Follow with the top grommets, an M2 washer from landing 
gear removal and a included M2 locknut. **NOTE: Do not over tighten these nuts. The 
dampening grommets should not deform when tightened**

10.Place a motor mount under the end of one of the arms of your new frame. Drill through 
     the holes in the frame through the bottom of the motor mount with a 5/32" drill. Repeat 
     with all four motor mounts.

11.Insert two M2x6 screws through the holes drilled and secure to the end of the frame arms with included M2 
locknuts.

12.Thread the motor wires through the wire hole on the motor mount then through the arm and to the main 
controller. Insert and secure the motor in the mount. Repeat for all of the arms / motors.

**NOTE: When working on the underside of the Xtreme, put the canopy back on to protect the flight controller**
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13. Connect the motors to the main controller. Follow the wire order listed next to each terminal block to ensure 
proper rotation. (WRB or BRW is printed on the board, White Red Black / Black Red White)

14. If re-using the factory landing gear, attach the leg portion only to the arm with the included M2x12 screws and 
locknuts removed in step one.

15. Before flight ensure that all motors are spinning the correct direction.

 Front right: CW Front left: CCW        Rear left: CW Rear right: CCW

Camera Mounting:
Mounting GoPro: Run a Velcro strap from the forward triangle cut from the bottom of the frame out the front to 
wrap around the camera. The battery will be secured buy running a velcro step through the two side slots of the 
frame. Install the thick foam to the bottom of the frame, trimming the front to match the curve of the canopy. The tall 
legs or leg extensions are recommended for this installation.

Mounting Mobius: Install the thick foam on the bottom of the frame, trimming the front edge to match the curve of 
the canopy. A Velcro strap can be run just behind the front arms wrapping over main body and camera. The battery 
mounts to the rear with a Velcro strap running just in front of the rear arms over the battery and around the main 
body.

A small piece of the thin foam can be used on the leading edge of the mounting platform to tip the camera slightly 
down for a prop free view.

               

Included:
4 -M2x1/8” spacers 
12 - M2 locknuts 
8 - M2x6 screws 
8 - M2x12 screws
Thick foam
Thin foam
1- Velcro strap
4 - M2 washers
4 - 1/4” Spacers (optional install for PFG 
Xtreme Mount Camera/Accessory Mount)

Required:
1.3mm Allen wrench
 #1 Phillips head screwdriver
 4mm nut driver
Drill
5/32” drill bit


