
1. Remove the canopy of your Xtreme and 
remove the four #1 phillips screws holding your 
stock battery tray onto the main control board.

LED note: We recommend removing the front 
white LED for camera mounting. It is removed 
simply by gently pressing in the locking tabs 
above the LED and pulling the LED housing 
down. The LED is removed by gently pulling it 
straight down from the frame. Save these LED 
parts for reinstallation later if you choose.

2. If you are mounting a camera to your 
accessory tray, install the velcro straps now.
    a. For GoPro mounting, run the velcro through 

the slot in the front and out the front of the 
plate.

    b. For Mobius mounting, run the velcro side to 
side between the Xtreme frame and 
Accessory plate in the middle of the tray.

3. Place the tray onto the bottom of your Xtreme 
and insert M2x20 screws through the four holes 
in your Camera / Accessory Mount and main 
controller board holes that the stock battery tray 
was mounted with.
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Included:

Carbon fiber battery accessory tray
1 - Thin Foam Strip
1 - Thick Foam strip
4 - M2x20 screws

4. Holding your tray and screws in place, turn over 
your Xtreme and place one o-ring on each of the 
four screws then, a M2 washer and locknut to 
secure in place. Do not over tighten the locknut.

The included foam pieces can be used to dampen 
vibration, hold your camera in place and position it 
for a prop free view.

GoPro - cut a piece of foam to fit the front section 
of the plate then the narrow strip cut off can be 
placed in the leading edge of the plate to tilt your 
camera down slightly.

Mobius - use the thicker foam to drop the camera 
down below the LED mount and a small piece of 
the thin foam to tilt the camera slightly downward if 
desired.

Battery - Small pieces of the thin foam can be 
installed around the battery connector hole to 
provide a wire pathway.

4 - M2 washers
4 - O-rings
1 - Velcro strap
4 - M2 locknuts


